
EN 61095,IEC61095, GB17885

WCT Contactors Description:

The WCT Series Module Contactors are used to control single and three-phase loads up to 
63A and operated by AC voltage.
The contactors can used in household applications as well as in industrial environments. 
WCT contactors can be combined with auxiliary control, protection and indication functions.

●WCT contactors can be used to
remote control applications in
alternative networks:

○ lighting, heating,

ventilation,roller blinds,

sanitary hot water

○ mechanical ventilation

systems, etc

○ load-shedding of

non-priority circuits

Dual control

BACTc

Indication

BACTs

●This auxiliary allows

indication or control of the

"open"or"closed"

postition of the contactor

power contacts

●Used to control a

contactor in impulse-type

mode or to combine

latched or impulse-type

control orders

Contactors Contactors auxiliaries

Contactor

16

Yes

20 25 32 40 63

Contactors

WCT 4P

WCT 2P

Choice of 50 Hz contactors

Type

Rating

Auxiliaries

BACTs indication 
auxiliary

BACTc
control auxiliary

A

By
yellow
clips

WCT Modular Contactor

Page.01

Yes

Yes

100

Website: www.nbse.com.cn Email: nbse@nbse.com.cn Tel: +86 577 6739 62222 Fax: +86 577 6739 5861

WCT Contactor have two type:

● without handle operate type
● with handle operate type
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WCT Modular Contactor 

WCT       Automatic  Contactor - 50Hz

SPECIFICATION

Item

1P
Rated Current                      

AC7a AC7b

Operated Voltage 

(               V               AC)(50Hz)
Contact No.

width
(                             m                u              l                   t                        i                  p                    l                    e                                    9mm  )

2P

3P

4P

25A 8.5A 230...240 1NO 2

16A

25A

40A
63A
100A

6A

8.5A

15A
20A
-

230...240

230...240

24

230...240

230...240

220...240

220...240

220...240

2NO

1NO+1NC

2NO

2NO

2NC

2NO

2NO

2NO

2

2

2

2

2

4

4

6

25A
40A
63A

8.5A
15A
20A

220...240
220...240
220...240

3NO
3NO
3NO

4
6
6

16A
25A

6A
8.5A

220...240

24

220...240

24

220...240

220...240

220...240

220...240

220...240

220...240

220...240

220...240

220...240

2NO+2NC

4NO

4NO

4NC

4NC

2NO+2NC

4NO

4NC

4NO

4NC

2NO+2NC

3NO+1NC

4NO

4

4

4

4

4

4

6

6

6

6

6

6

12

40A

63A

15A

20A

100A -

WCT接触器

WCT 手动操作接触器50Hz

产品型号

类型

2P
额定电流(In)
AC7a

控件制电压
(VAC)(50Hz)

A1 1 3

A2 2 4

A1 1 R1

A2 2 R2

A1 R1 R3

A2 R2 R4

I

auto
o

I

auto
o

I

auto
o

I

auto
o

I

auto
o

A1 1 3 5 7

A2 2 4 6 8

A1 R1 R3 R5 R7

A2 R2 R4 R6 R8

操作（手动操作接触器）

位置：O 位置：auto 位置：I 位置：I+P

自动回到“ a uto ” 位置

25A
40A
63A

8.5A
15A
20A

230...240
220...240
220...241

AC7b
触点

2NO
2NO
2NO

2
4
4

宽度
(9mm的倍数)

25A
40A
63A

8.5A
15A
20A

220...240
220...240
220...241

4NO
4NO
4NO

4
6
6

万联电器

用心做好接触器
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In



用心做好接触器
Page.02 http://www.cjx2.com

WCT接触器

WCT 接触器- 50Hz

产品型号

类型

1P
额定电流(In)

AC7a AC7b
额定电流
(A  AC)(50Hz) 触点

宽度
(9mm的倍数)

2P

3P

4P

25A 8.5A 230...240 1NO 2

16A

25A

40A
63A
100A

6A

8.5A

15A
20A
-

230...240

230...240

24

230...240

230...240

220...240

220...240

220...240

2NO

1NO+1NC

2NO

2NO

2NC

2NO

2NO

2NO

2

2

2

2

2

4

4

6

25A
40A
63A

8.5A
15A
20A

220...240
220...240
220...240

3NO
3NO
3NO

4
6
6

16A
25A

6A
8.5A

220...240

24

220...240

24

220...240

220...240

220...240

220...240

220...240

220...240

220...240

220...240

220...240

2NO+2NC

4NO

4NO

4NC

4NC

2NO+2NC

4NO

4NC

4NO

4NC

2NO+2NC

3NO+1NC

4NO

4

4

4

4

4

4

6

6

6

6

6

6

12

40A

63A

15A

20A

100A -

万联电器 WCT Modular Contactor

WCT     Handle Operation Contactor  50Hz

SPECIFICATION

Item

2P
Rated Current(In)
AC7a

Operated Voltage
(VAC)(50Hz)

A1 1 3

A2 2 4

A1 1 R1

A2 2 R2

A1 R1 R3

A2 R2 R4

I

auto
o

I

auto
o

I

auto
o

I

auto
o

I

auto
o

A1 1 3 5 7

A2 2 4 6 8

A1 R1 R3 R5 R7

A2 R2 R4 R6 R8

Handle（Handle Operate Contactor）

position：O position：auto position：I position：I+P

automatic back to“ a uto ”  position

25A
40A
63A

8.5A
15A
20A

230...240
220...240
220...241

AC7b
Contact No.

2NO
2NO
2NO

2
4
4

Width
(                           m                      u               l                   t                 i                     p              l                     e                                 9mm)

25A
40A
63A

8.5A
15A
20A

220...240
220...240
220...241

4NO
4NO
4NO

4
6
6

用心做好接触器
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10mm

wiring

Ti24 Connection

Mounted on 35mm
standard din-rail

IP20

间隔件，产品号A9A27062

Technical Parameter

Main Circuit

Rated Voltage(                         Ue)

Frequency

Life(                       O- C)
Electrical life

Max. number of switching operations per day

Additional Feature
          
Pollution level

Protection level
(IEC  60529)

Working Temperature

Storage temperature

1P,2P
3P,4P

250V  AC
400V  AC
50Hz

100,000 times

100

500  V      A  C
2
2.5kV(4kV@  1       2/24/48VAC)
II  I P20
IIP40
- 5 ℃~+60 ℃
- 40 ℃~+70 ℃

（1）

contactor

in switch board

Item
Rated
Current

Striping
Length

Circuit Torque
copper wire

hard wire soft wire or terminal

WCT

WCTs,WCTc

PZ1:4mm

PZ2:6mm

PZ1:4mm

16- 100A

16,  2 5A
40A- 63A
100A

9mm

14mm

9mm

control
circuit

power
circuit

-

0.8Nm

3.5Nm

0.8Nm

1.5~2.5mm:
22 × 1.              5mm
21.5 × 6  mm
26 × 2  5mm
26 × 3  5mm

21.5 × 2.5mm
22 × 1.             5mm

1.5~2.5mm:
22 × 2.5mm

21~4mm
26~16mm
26~35mm

21.5 × 2.5mm
22 × 2.5mm

Type Wiring
Terminal

Rated Torque
copper wire

hard wire soft wire Hoop terminal

ACT24
power(                            N/P)

input(                   Y1/Y2)
1  Nm

20.5~10mm :
2× 0.5~

22× 2.5mm

20.5~6mm :
2× 0.5~

22× 2.5mm

20.5~4mm :
2× 0.5~

22× 2.5mm

Type Wiring
Terminal

item no.
copper wire

hard wire soft wire

Ti24 connector Spring compression 
terminal A9XC2412 1× 0.5~1.5 2mm 1× 0.5~1.5 2mm

± 30° vertical

 IP40

(1) When the contactor is installed in the distribution box, spacers must be assembled 

on both sides to facilitate heat dissipation. The spacer product number is A9A27062.

-

WCT Modular Contactor

电气附件
信号类

控制类
1     WCTs

2    WCTc

1NO+1NC

230V  AC
24V  AC

安装附件
3

4

9mm间隔件
黄色卡夹

3

WCT<25A

WCT≥25A

1

WCT接触器万联电器

4

2
1

用心做好接触器
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Rated Insulating voltage Ui

Rated impulse withstand voltage (Uimp)

Moisture resistance (IEC 60068.1) Class 2 ( rela ti ve hu mid i t y i s 95% a t 55 ° C)
ELSV (Ultra Low Safety Voltage) in accordance with 12/24/48VAC version

Product control meets SELV (Safety Extra Low Voltage) requirements



10mm

接线

Ti24连接头连接

安装在35mm标准导轨上

IP20

间隔件，产品号A9A27062

技术参数

主电路

额定电压(Ue)

频率
寿命(O- C)
电气寿命
每天最大开关操作次数
附加特性
绝缘电压(Ui)
污染等级
额定冲击耐受电压(Uimp)

防护等级
(IEC  60529)

工作温度
存储温度
抗湿热性(IEC  60068.1)
ELSV( 超低安全电压) 符合12/24/48VAC 版本
产品控制符合SELV( 安全超低电压) 的要求

1P,2P
3P,4P

250V  AC
400V  AC
50Hz

100,000 次
100

500  V  AC
2
2.5kV(4kV@  12/24/48VAC)
IP20
IP40
- 5 ℃~+60 ℃
- 40 ℃~+70 ℃
2 类( 温度55 ℃时，相对湿度为95%)

（1）

断路器本体
安装在配电箱内

类型 额定电流 剥线长度 电路 扭矩
铜线
硬线 软线或箍线端子

WCT

WCTs,WCTc

PZ1:4mm

PZ2:6mm

PZ1:4mm

16- 100A

16 和25A
40A- 63A
100A

9mm

14mm

9mm

控制回路

动力回路

-

0.8Nm

3.5Nm

0.8Nm

1.5~2.5mm:
22 × 1.5mm
21.5 × 6mm
26 × 25mm
26 × 35mm

21.5 × 2.5mm
22 × 1.5mm

1.5~2.5mm:
22 × 2.5mm

21~4mm
26~16mm
26~35mm

21.5 × 2.5mm
22 × 2.5mm

类型 接线端子 额定扭矩
铜线
硬线 软线 箍线端子

ACT24
电源(N/P)

输入(Y1/Y2)
1Nm

20.5~10mm :
2× 0.5~

22× 2.5mm

20.5~6mm :
2× 0.5~

22× 2.5mm

20.5~4mm :
2× 0.5~

22× 2.5mm

类型 接线端子 产品号
铜线
硬线 软线

Ti24 连接头 弹簧压紧端子 A9XC2412 1× 0.5~1.5 2mm 1× 0.5~1.5 2mm

± 30° 垂直

IP40

(1) 当接触器安装在配电箱内时，其两侧必须拼装间隔件，以利于散热。间隔件产品号
为A9A27062 。

-

WCT接触器万联电器

Electrical Accessories
Signal type

Control type

1     WCTs

2    WCTc

1NO+1NC

230V  AC
24V  AC

Accessory Mounting

3

4

9mm spacer

yellow clip

3

WCT<25A

WCT≥25A

1

WCT Modular Contactor

4

2
1

用心做好接触器
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A1 1 23 11

A2 2 24 12

Accessory

Type

WCTs

Signal Contact

Signal type

WCTs

Pulse/continuous signal control

Control type

Function

Wiring Diagram

Monting

Usage

Item No.

Technical Parameter
Control voltage(Ue)

Working Frequency
Width(m  u  l   t    i    p    l    e       9mm)
Auxiliary contact 
(breaking capacity)

number of Contact
Working temperature
Store temperature

VAC
VDC
Hz

24...240
24...130
50
1

● Min.：
● Max.：
○   

1NO+1NC

- 5 ℃~+50 ℃

- 40 ℃~+70 ℃
℃
℃

A9C15914

●   

-

●   

● After the power supply circuit is disconnected:
○ <1s: keep the initial state
○ ≥5s: reset
○ Hand action for X or T restart
●   

A9C18308

230...240

-

50

2

-

-

● Used to indicate "on" or "off" of the contactor's 
main contact 

● The contactor that connects this accessory allows it 
to be controlled by two types of commands; 

○ Pulse command for local control (input T)
○ Continuous signal command for centralized control

(input X)
○ The last received command has priority

WCT Contactor Accessory

X

T

A9C18309

24...48

功耗
WCT 接触器- 50Hz

类型

IP 额定电流(In)
AC7a AC7b

控制电压
(VAC)(50Hz)

功耗
保持 吸合 最大功率

25A 8.5A 230...240

16A

25A

40A

63A

100A

25A

40A

63A

2P

3P

4P

16A

25A

40A

63A

100A

15A

20A

6A
8.5A

8.5A

15A

20A

15A

20A

-

6A

8.5A

230...240

230...240

24

230...240

230...240

220...240

220...240

220...240

220...240

220...240

220...240

220...240

24

220...240

24

220...240

220...240

220...240

220...240

220...240

220...240

220...240

220...240

220...240

4.6VA

4.6VA

4.6VA

4.6VA

4.6VA

4.6VA

6.5VA

6.5VA

6.5VA

6.5VA

6.5VA

6.5VA

13VA

34VA

34VA

34VA

34VA

34VA

34VA

53VA

53VA

53VA

53VA

53VA

53VA

106VA

1.6W

1.6W

1.6W

1.6W

1.6W

1.6W

2.1W

2.1W

2.1W

2.1W

2.1W

2.1W

4.2W-

2.7VA 9.2VA 1.2W

2.7VA

2.7VA

3.8VA

2.7VA

2.7VA

4.6VA

4.6VA

6.5VA

4.6VA

6.5VA

6.5VA

9.2VA

9.2VA

15VA

9.2VA

9.2VA

34VA

34VA

53VA

34VA

53VA

53VA

1.2W

1.2W

1.3W

1.2W

1.2W

1.6W

1.6W

2.1W

1.6W

2.1W

2.1W

功耗
WCT 手动操作接触器- 50Hz

类型

2P
额定电流(In)
AC7a AC7b

控制电压
(VAC)(50Hz)

功耗
保持 吸合 最大功率

4P

25A

40A

63A

8.5A

15A

20A

230...240

220...240

220...240

2.7VA

4.6VA

4.6VA

9.2VA

34VA

34VA

1.2W

1.6W

1.6W

25A

40A

63A

8.5A

15A

20A

220...240

220...240

220...240

4.6VA

6.5VA

6.5VA

34VA

53VA

53VA

1.6W

2.1W

2.1W

WCT接触器技术建议万联电器

用心做好接触器
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Installed on the right side of the WCT Installed on the left side of the WCT with a yellow clip

Minimum pulse duration: 250ms

○   5A at 240V DC-COSΦ=1
○ 1A at 130 VDC

10mA at 24VDC/AC-COSΦ=1



A1 1 23 11

A2 2 24 12

附件

类型

WCTs

信号触点

信号类

WCTs

脉冲/ 持续信号控制

控制类

功能

接线图

安装

使用

产品号

技术规格
控制电压(Ue)

工作频率
宽度(9mm的倍数)
辅助触点( 分断能力)

触点数
工作温度
存储温度

VAC
VDC
Hz

24...240
24...130
50
1

● 最小：10mA 在24VDC/AC- COS Φ =1
● 最大：
○ 5A 在240V  DC- COS Φ =1
○ 1A  在130  VDC
1NO+1NC

- 5 ℃~+50 ℃

- 40 ℃~+70 ℃
℃
℃

A9C15914

● 安装在WCT 右侧

-

● 通过黄色卡夹安装在WCT 左侧

● 供电回路断开后：
○ <1s: 保持初始状态
○ ≥5s ：复位
○ 手动作用于X 或T 即重新启动
● 最小脉冲持续时间：250ms

A9C18308

230...240

-

50

2

-

-

● 用于指示接触器主触点的“ 开” 或“ 关” 状态 ● 连接此附件的接触器使其可以由两类命令控制；
○ 脉冲命令用于本地控制( 输入T)
○ 持续信号命令用于集中控制( 输入X)
○ 最后接收到的命令具有优先权

WCT接触器电气附件万联电器

X

T

A9C18309

24...48

Power Consumption

WCT   Contactor - 50Hz

Spec

I          P Rated current( I      n)
AC7a AC7b

Control voltage
(VAC)(50Hz)

Power Consumption
hold pull-in Max. power

25A 8.5A 230...240

16A

25A

40A

63A

100A

25A

40A

63A

2P

3P

4P

16A

25A

40A

63A

100A

15A

20A

6A
8.5A

8.5A

15A

20A

15A

20A

-

6A

8.5A

230...240

230...240

24

230...240

230...240

220...240

220...240

220...240

220...240

220...240

220...240

220...240

24

220...240

24

220...240

220...240

220...240

220...240

220...240

220...240

220...240

220...240

220...240

4.6VA

4.6VA

4.6VA

4.6VA

4.6VA

4.6VA

6.5VA

6.5VA

6.5VA

6.5VA

6.5VA

6.5VA

13VA

34VA

34VA

34VA

34VA

34VA

34VA

53VA

53VA

53VA

53VA

53VA

53VA

106VA

1.6W

1.6W

1.6W

1.6W

1.6W

1.6W

2.1W

2.1W

2.1W

2.1W

2.1W

2.1W

4.2W-

2.7VA 9.2VA 1.2W

2.7VA

2.7VA

3.8VA

2.7VA

2.7VA

4.6VA

4.6VA

6.5VA

4.6VA

6.5VA

6.5VA

9.2VA

9.2VA

15VA

9.2VA

9.2VA

34VA

34VA

53VA

34VA

53VA

53VA

1.2W

1.2W

1.3W

1.2W

1.2W

1.6W

1.6W

2.1W

1.6W

2.1W

2.1W

Power Consumption
WCT   Manually Operated Contactor - 50Hz

Spec

2P
Rated current(I   n)

AC7a AC7b
Control volage
(VAC)(50Hz)

Power consumption
hold pull-in Max. power

4P

25A

40A

63A

8.5A

15A

20A

230...240

220...240

220...240

2.7VA

4.6VA

4.6VA

9.2VA

34VA

34VA

1.2W

1.6W

1.6W

25A

40A

63A

8.5A

15A

20A

220...240

220...240

220...240

4.6VA

6.5VA

6.5VA

34VA

53VA

53VA

1.6W

2.1W

2.1W

WCT contactor technical advice

用心做好接触器
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Dimension(      mm)

WCT16/25A WCT     4    0/63A

WCT  1    

WCT   Handle Operating Contactor 25A

WCTs WCT24 WCTc

18 36

68
49

23.55.5

81 45

2.5

36 54

68

49

5.5 23.5

4585

2.5

54 108

68

49

23.55.5

85 45

2.5

18 36

73

68

49

5.5 23.5

81

2.5

45

36 54

73

68

49

23.55.5

85 45

2.5

WCT  Handle Operating Contactor 40/63A

68

49

23.55.5

81

9

45

18 5.5

68

49

81 45

18

60

44

5

4581

WCT Contactor Dimension

CJ X2- K系列交流接触器(以下简称接触器)，主要用于交流50Hz或60Hz，额定工作电压至690V，额

定工作电流至9A的电路中，供远距离接通和分断电路之用，并可与适当的热过载继电器组成电磁起动

器，以保护可能发生操作过负荷的电路。

符合标准：GB  14048  4 、IEC  60947- 4- 1 。

适用范围

型号及含义

CJ  X  2  -  K  □□ □ □ □□

Z 表示直流操作

N  表示机械联锁

常闭辅助触头(NC) 数量

常开辅助触头(NO) 数量

额定工作电流(AC- 3  380V)

系列代号

设计序号

小型

交流接触器

正常工作条件和安装条件

主要参数及技术性能

● 周围空气温度为：- 5 ℃～+ 40 ℃，24 小时内其平均值不超过+35 ℃。

● 海拔高度：不超过2000m。

● 大气条件：在最高温度+40 ℃时，空气相对湿度不超过50 ％；在较低温度下可以允许有较高的相对湿

 度，例如20 ℃时达90 ％。对由于温度变化偶尔产生的凝露应采取特殊的措施。

● 污染等级：3 级。

● 安装类别：Ⅲ类。

● 安装条件：安装面与垂直面倾斜度不大于± 30 ° 。

● 冲击振动：产品应安装和使用在无显著摇动、冲击和振动的地方。

● 接触器的主要规格：

● 按电流等级分为：6A 、9A ：

● 按接触器线圈额定控制电源电压频率分为：交流：50Hz 、60Hz ，50Hz/60Hz 。

● 按接触器线圈额定控制电源电压大小分为：交流：24V 、48V 、110V 、127V 、220V 、380V 等。

● 按极数分为：三极、四极。

● 接触器的主要技术性能指标( 见表) 。

● 动作特性：吸合电压：(85 ％～1 10 ％)Us 、释放电压：(20 ％～7 5 ％)Us 。

● 三极接触器有一组常开或常闭辅助触头。

CJX2-K系列交流接触器万联电器

用心做好接触器
Page.09http://www.cjx2.com

用心做好接触器
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